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Diamond Specialty Lubricated chains are intended for applications where regular lubrication is not possible or practical. 

DURALUBE® Chain

chains feature a one-piece powdered metal bushing and roller combination lubricated under vacuum providing supplemental lubrication 
between regularly scheduled maintenance.
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Km/Min

ASME/ANSI 
Number
40-DL

40-2-DL

50-DL
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60-DL

60-2-DL

80-DL

2040-DL

2050-DL

2060-DL

                 

               

               

               

                 

                 

                

               

               

                 

E* H*
12.7

12.7

15.875

15.875

19.05

19.05

25.4

25.4

31.75

38.1

7.94

7.94

9.53

9.53

12.70

12.70

15.88

7.94

9.53

12.70

7.92

7.92

10.16

10.16

11.91

11.91

15.88

7.92

10.16

11.91

3.96

3.96

5.08

5.08

5.94

5.94

7.92

3.96

5.08

5.94

1.52

1.52

2.03

2.03

2.39

2.39

3.18

1.52

2.03

2.39

18.29

32.77

22.61

40.64

28.19

51.05

36.58

19.30

23.37

28.19

17.02

31.50

21.08

39.37

26.42

49.28

33.53

17.27

21.34

26.67

0.60

1.21

0.97

1.89

1.41

2.75

2.38

0.45

0.70

1.04

....

14.37

18.11

....

22.78

....

....

....

....

....

14679

29358

23131

46261

32917

65833

57827

14679

23131

32917

396

396

305

305

259

259

198

183

183

183

10.414

10.414

13.0048

13.0048

15.621

15.621

20.828

….

….

….

12.065

12.065

15.0876

15.0876

18.1102

18.1102

24.13

12.065

15.0876

18.0848

mm mm mm mm mm mm mm

Due to the nature of the DURALUBE drive chain’s construction, note the maximum speed limitations.  Ambient temperature should not exceed 120 degrees Fahrenheit.
* Maximum values are shown.




